JZOFILM

MAKE YOUR MOVIE

CATTA Zoom Lens
User’ s Manual

35-80mm, T2.9-T22
70-135mm, T2.9-T22
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Introduction

Thank you for your purchase of this product!

CATTAis DZOFILM's high-performance full frame cinema zoom lens. It allows you
to reproduce the details and color in filming. Clear images, natural transition from
in-focus to defocus and minimal breathing in focusing...all these can be found in CATTA
zoom. A good companion for your documentory/ TVC/ MV/ commercials/ online
movie/ variety show/ Live/ independent films, etc.

Safety Notes

@ Please do not watch the sun or bright light source through the lens, otherwise
it will cause visually disabled.

@ Never use organic solvents such as paint thinner or benzene to clean the lens.

@ Attach the front and rear caps when the lens is not in use.

@ Store the lens and filter in cool, dry locations to prevent mold and rust. Do not
store in direct sunlight or with naphtha or camphor moth balls.

@ Please keep the lens dry and wipe the water droplets off if there are water
droplets on the glass surface.

@ Leaving the lens near heater or in other extremely hot locations could cause
damage or warping.

@ Use a blower to remove dust and lint from the glass surfaces of the lens or
filter. To remove smudges and fingerprints, apply a small amount of lens
cleaner to a soft, clean cotton cloth or lens-cleaning tissue and clean from the
center outwards usinga circular motion. Do not leave smears or touch the glass

with your finger.



Lens Parts

@ Front cap Lever socket of Mount
@ Lens Mark @ Lock Ring of Mount
@ Focusing Ring Release Button of Mount
@ Screw holes for accessories*10 @ Plug-in Rear Filter

(M3, 3mm deep) (12) Rear Cap
@ Zoom Ring @ Support base

@ Zoom Lever Socket
@ Aperture Ring
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Lens Control

Focus Control

Rotate the focus ring to increase or decrease the focus distance.

Zoom Control

Rotate the zoom ring to zoom out, increasing the area visible in the frame or zoom in
on the subject so that it fills a larger area in the frame.

>
o
a
5
"
"
"

Aperture Control

Rotate the aperture ring to stop aperture down, raising the T-stop and narrowing the
aperture, or lower the T-stop to widen the aperture.










